
Name Description
DP ex 
VAT/PHP

SRP ex 
VAT/PHP

AUCAS 
ACRJ5AUP 
CAT5E PLUG 
W/BOOTS

15 22

AUCAS 
ACRJ61UP 
CAT6 PLUG 
W/guide 
W/boots

The material used the imported ROHS PC, 
safe and reliable. Fork type 50µ gold-
plated pin transmission and stronger 
antioxidant ability 
Enhanced shrapnel has good elasticity, 
resistance to bending, 180 degree 
foldable, unbreakable up to 30 more 
folding times.
Two-piece design, production line higher 
quality, more stable network information 
transmission. 

25 30

AUCAS 
ACPT110 
PUNCH DOWN 
TOOL

513 650

AUCAS 
ACPP51UP24 

24 Port CAT5E UTP keystone patch panel 1100 1400

AUCAS 
ACPP61UP24

24 Port CAT6 UTP keystone patch panel 2100 2400

AUCAS ACPT23 
CABLE TESTER

Aucas Network Cable Tester 250 350

AUCAS 
ACPT4511

Network Crimping Tool 230 260

AUCAS ACKJ51 
KEYSTONE 
JACK

Cat5e UTP translucent keystone jacks 65 85



AUCAS ACKJ61 
KEYSTONE 
JACK

Cat6 UTP translucent keystone jacks 90 110

AUCAS 
ACPP24UPC

24 Port Blank Patch Panel 780 850

AUCAS 
ACLK6AFP

Aucas RJ45 Inline Coupler  Cable Extender 
Lighting Protection 

AUCAS ACLKS5 Aucas RJ45 Inline Coupler  Cable Extender

AUCAS ACK2

Button type connection terminal, monomer 
has the characteristic of moisture proof 
and can be used to connection with two 
wires.

3 6


